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Note:- To keep pace with latest technology SIVANANDA ELECTRONICS reserves the right to update the system, hence specifications are subject to change
without any notice.

ULTRA HIGH SENSITIVITY
Best model available in
INDIA

FEATURES:-

Excellent discrimination with ultra high
sensitivity for ferrous & nonferrous metals.

Detects all types of detonators, integrated
circuits normally used in bombs.

Equivalent to imported model-10k

Wide scanning area.

TECHNICAL SPECIFICATION:-

DIMENSIONS 1) Overall Dim. 505x432x305mm approx.
2) Scanning area 400x60mm approx.

WEIGHT 11Kg approx.
SENSITIVITY Variable sensitivity (max. 1mm size of any metal or its alloy)
INDICATION Sharp beep through peizo electric buzzer, LED indication.
POWER Dual operation on mains & battery.
BATTERY CHARGER ( Battery & Battery charger incorporated).
ENVIRONMENTAL -10 to +50ºC Conditions
CONDITIONS

LETTER BOMB
METAL DETECTOR

SIVANANDA ELECTRONICS
DEEPAK MAHAL, LAM ROAD, DEVLALI 422 401 (MAHARASHTRA)
TEL.: Factory-(0253) 2491816,2491423,2491504 Fax:- (0253)2492291
Mumbai-(022) 26796487,26786249,26792818 Fax-(022)26783113
Goa- (0834) 2555755, Fax- (0834) 2555702, CALCUTTA: (033) 23580759
TEL./FAX.New Delhi- (011) 26221582, 26204168-69 Fax- (011) 26446150

Model:- LBD-10KM
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